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EXTREME TEMPERATURE

We feel better
under pressure

Product Features

Vulcan hoses offer extreme reliability,
versatility and long life.

Ideal for a wide range of applications

in conditions of extreme temperatures.

Designed for high temperature
applications, both internal and external,
and for applications with passage of air
mixed with oil vapor up to a
temperature of 135°C (275 °F)
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Main Applications:
« Compressors
* Air/oil return lines

Features:

» Wide range temperature resistance

» Working pressure according to EN/ISO standard

« High resistance to ozone extreme resistance to
UV rays and weatherproof
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Technical Data

Applications:
Compressors
Air/oil return lines

Qualified Fluids:

Air, Air mixed with oil vapor up to 135°C(275°F)
Mineral oils * up to 80°C (176°F)

Water up to 70°C (158°F)

* Test carried out in accordance with standard with
oil IRM903

Operating temperature range:
-20°Cto +135°C (-4°Fto+275°F)
(cotinuous service) with peaks of
150°C (302°F)

(intermittent service)

Technical Sheet
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Synthetic rubber

Reinforcement:
One or two high tensile steel wire braids

Cover:
Synthetic rubber*

*Attention: Compressed air applications require
a pinprick cover
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EXC. EN 853 1SN SAE 100 R1AT

EXC. EN 853 2SN SAE 100 R2AT

Hose size R.0.D. 0.D. Max working Min bust Min B.R. Weight
presure pressure
1© © © O B A |4
TH1SNO3V1 | 5 3/16" 4,8 037 95 047 M9 3620 250 14480 1000 | 3,54 90 012 0,180
TH1SNO4V1 | 6 1/4" 6,4 044 11 053 135 3260 225 13040 900 394 100 0,15 0,230
TH1SNO5V1 | 8 5/16" 79 050 12,7 059 151 3110 215 12440 860 4,53 115 0,19 0,290
TH1SNO6V1 | 10 3/8" 9,6 059 151 0,69 175 2610 180 10440 720 512 130 0,24 0,360
TH1SNO8V1 | 12 1/2" 12,8 0,72 18,2 081 206 2320 160 9280 640 709 180 029 0,440
TH1SN10V1 16 5/8" 16,0 084 214 094 238 1880 130 7520 520 787 200 035 0,520
TH1SN12v1 | 19 3/4" 19,0 1,00 254 1,10 279 1520 105 6080 420 945 240 044 0,660
TH1SN16V1 | 25 1" 254 1,31 333 1,42 36 1270 88 5080 352 11,81 300 0,65 0,970
TH1SN20V1 | 31 1"1/4 318 1,59 405 1,71 43,4 910 63 3620 252 16,54 420 087 1,300
TH1SN24V1 | 38 1"1/2 381 1,85 470 1,97 50,1 720 50 2880 200 19,69 500 1,02 1,530
TH1SN32V1 | 51 2" 50,8 2,38 604 250 635 580 40 2320 160 24,80 630 1,50 2,250
TH2SNO3V2 | 5 3/16" 4,8 044 11 052 133 6010 415 24040 1660 | 3,54 90 019 0,280
TH2SNO04V2 1/4" 6,4 050 12,6 059 15,1 5800 400 23200 1600 | 3,94 100 025 0,370
TH2SNO05V2 5/16" 79 056 14,3 066 16,8 5070 350 20280 1400 | 453 115 0,31 0,460
TH2SNO6V2 | 10 3/8" 9,6 066 16,7 0,76 19,2 4780 330 19120 1320 | 5,12 130 0,37 0,560
TH2SNO8V2 | 12 1/2" 12,8 0,78 19,8 088 223 3980 275 156920 1100 | 709 180 046 0,690
TH2SN10V2 | 16  5/8" 16,0 091 230 1,00 255 3620 250 14480 1000 | 787 200 0,53 0,800
TH2SN12v2 | 19 3/4" 19,0 1,06 270 1,16 295 3110 215 12440 860 9,45 240 0,67 1,000
TH2SN16V2 | 25 1" 254 1,37 34,9 1,48 376 2390 165 9560 660 11,81 300 092 1,380
TH2SN20V2 | 31 1"1/4 318 1,74 443 1,86 473 1810 125 7240 500 16,54 420 1,33 2,000
TH2SN24V2 | 38 1"1/2 381 2,00 508 212 538 1300 90 5200 360 19,69 500 1,47 2,200
TH2SN32v2 | 51 2" 50,8 250 635 2,62 665 1160 80 4640 320 24,80 630 213 3,200
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